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†any configuration possible

NPT thread

tri-clampflanged

Pipe

†any configuration possible including long insertion adaptersTank

Cable Gland
• 
 
 

Stainless Steel

Sensor Cable

• 
 
 

M12 connector
IP67 | IP68 | IP69K
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Mechanical & Electrical

Mounting

Electronics(select between)

Process fluid wetted materials

Process connection

IP66 enclosures

Onsite and remote installation of electronics head

Available with and without display for field use

DIN rail mount

Extra-small form factor

for easy installation

Ethernet connection

316L stainless steel (standard) 

Available with Hastelloy C22 

Available with custom coatings

• 
•
• 
 

Flush, Short and Long insertion, slimline, reactor probes

Threaded, Flange, Tri-clamp, Varinline, Ingold, API, 6A

EHEDG  and 3-A certified hygienic version

• 
• 
• 

• 
• 
• 

• 
• 

• 
 

 

SME-TRD SME-TR

SME-DRM

long insertion
probe

SRD
INLINE PROCESS DENSITY METER AND VISCOMETER

SRD-DS-2601

long insertion probe

Ex Certified sensors
Instrinsically safe

Covers full Ex temperature range

IECEx, ATEX, JPEx, others

• 
• 
• 

Learn more

Standard

Ex Rated

• 
•  
•  

Up to 1,500m (4,921 ft.)

145.0
[5.71"]

110.0
[4.33"]

17.5
[0.69"]

17.5
[0.69"]

114.0
[4.49"]

TR: 50.0 [1.97"]
TRD: 70.0 [2.76"]

59.0
[1.97"]

TR: 50.0 [1.97"]
TRD: 70.0 [2.76"]

127.0
[5.00"]

78.0
[3.07"]

85.0
[3.35"]

45.0
[1.76"]

Electronics installation

Dimensions

SME-TR / SME-TRD SME-DRM
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Industrial high-contrast LCD

Bluetooth LE 4.0

Status LED

4-20mA analog
output
Viscosity(ch1)
Density(ch2)
Temperature(ch3)
HART

Power 24V DC

Modbus RTU 
(RS-485) 

Display connector

USB

Ethernet (Ethernet/IP,
Modbus TCP, Profinet)

1/2" NPT (standard)

SRD
INLINE PROCESS DENSITY METER AND VISCOMETER

SRD-DS-2601

The sizes provided are approximate and may not be exact.

Sensor cable
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[inch]Units:
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M12
8pin Male

3/4” thread

Ø16  
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Ø5   
[0.20"]
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Software

SRD dimensions

Bluetooth

Cloud

Configure sensor

Check calibration

Firmware upgrade

1

Bluetooth

Cloud

Real-time data

Process view

Alerts

Configure

Android

IOS

Connect using:

USB

Ethernet

Connect over:

https://rheonics.com/products/inline-density-meter-srd/

rheonics Application PC Data Acquisition & Analysis

• 
• 

• 
•
• 
•
• 
 

• 
• 

• 
•
• 
•
 
• 
•

 

Front View

Top View

Perspective View
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SRD
INLINE PROCESS DENSITY METER AND VISCOMETER

SRD-DS-2601

The sizes provided are approximate and may not be exact.
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Learn more


